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TO: Parks, Recreation and Cultural Services

FROM: Robert L. Hernandez

DATE: April 29, 2019

SUBJECT: Hillside Community Center Self-Evaluation

1. On August 6, 2014, Mr. Michael Killebrew, Title Il ADA/Section 504 Coordinator
performed a Title 1l - Americans with Disabilities Act (ADA), Self-Evaluation. This
evaluation was in accordance with 1991/2010 ADA Standards for Accessible Design. The
facility was re-evaluated on March 27, 2019 and on April 24, 2019 with the assistance of
Anna Kangas, Architect/Construction Project Specialist.

2. Priorities for accessibility are assigned in accordance with the ADA Checklist for
Existing Facilities. The checklist follows the four priorities listed in the Department of
Justice ADA Title Ill regulations. These priorities are equally applicable to state and local
government facilities:

Priority 1 - Accessible approach and entrance

Priority 2 - Access to goods and services

Priority 3 - Access to public toilet rooms

Priority 4 - Access to other items such as water fountains and public telephones

3. Corrective actions to findings were/will be submitted for corrective action through the
city maintenance work request system and Transition Plan. Note: Recommended
corrections in some cases where needed will be modified when appropriate. Corrections
are developed in consideration of the “Program Access” provisions of Title Il, where
applicable.

4. A copy of this report will be maintained in the Office of Accessibility.

City of Colorado Springs Title Il ADA/Section 504 — Manager
30 S. Nevada Ave, Suite 301
Colorado Springs, CO 80903
rhernandez@springsgov.com

Atch 1. City of Colorado Springs, ADA Self-Evaluation Report
Sincerely,

%/ A LZ/J/}"&M*CE"?/

Robert Hernandez
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Accessible Routes
Lat: 38.8205806000, Long: -104.8077524000
Finding: 1

The change in level where the gutter meets the curb ramp is greater than 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be
beveled at 1:2 or less. Changes in level greater than 1/2 inch must be by way of a ramp.

2010 ADAS Section 303.3
Changes in level between 1/4 inch (6.4 mm) high minimum and 1/2 inch (13 mm) high maximum shall be
beveled with a slope not steeper than 1:2.

Citation: As Built:

2010 ADAS Section: 303.3 Curbing approach has
a 1" change in level.

Recommendation:
Replace this ramp - we also should hash a cross walk from this ramp to its receiver.

Barrier Priority:
N/A

Uy— 1y
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #1 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Accessible Routes
Lat: 38.8205806000, Long: -104.8077524000
Finding: 2

The landing of the ramp has a slope greater than 2%.
Landings shall have a slope of less than 1:48 (2%) in any direction.

2010 ADAS Section 405.7.1
Landings shall comply with 302. Changes in level are not permitted.

2010 ADAS Section 405.7.1 Exception
Slopes not steeper than 1:48 shall be permitted.

Citation: As Built:

2010 ADAS Section: 405.7.1, 405.7.1 Exception Curb ramp has no
level landing and an
are of 1/2" vertical
displacement.

Recommendation:
Replace - noted in previous finding. We should install a parallel curb ramp here.

Barrier Priority:
N/A

| slope : slope |

Finding 185198 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Accessible Routes
Lat: 38.8205806000, Long: -104.8077524000
Finding: 3

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be
beveled at 1:2 or less.

Changes in level greater than 1/2 inch must be by way of a ramp.

2010 ADAS Section 303.3
Changes in level between 1/4 inch (6.4 mm) high minimum and 1/2 inch (13 mm) high maximum shall be
beveled with a slope not steeper than 1:2.

2010 ADAS Section 303.2
Changes in level of 1/4 inch (6.4 mm) high maximum shall be permitted to be vertical.

Citation: As Built:

2010 ADAS Section: 303.3, 303.2 In this section of
sidewalk, there is a 1"
lip on one side and a
1/2" lip on the other
side.

Recommendation:
Remove and replace this concrete pad or simply bevel edges if feasible.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in
violation of the codes at the time of construction, or pose an imminent safety threat)

Finding 183975 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Accessible Routes
Lat: 38.8205806000, Long: -104.8077524000
Finding: 4

The ramp projects into a prohibited area.
This ramp also has an area of 1" change in level at base of ramp.

Ramps shall be located so that they do not project into vehicular traffic lanes, parking spaces, or
parking access aisles.

2010 ADAS Section 406.5

Curb ramps and the flared sides of curb ramps shall be located so that they do not project into vehicular
traffic lanes, parking spaces, or parking access aisles. Curb ramps at marked crossings shall be wholly
contained within the markings, excluding any flared sides.

Citation: As Built:

2010 ADAS Section: 406.5 On the curb ramp by
the accessible
parking, the ramp has
a 1" change in
elevation.

Recommendation:
Take Ramp out.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in
violation of the codes at the time of construction, or pose an imminent safety threat)

Finding 185202 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Accessible Routes
Lat: 38.8205806000, Long: -104.8077524000
Finding: 5

The curb ramp side flares are too steep for attached concrete..
There is a 1" lip at the ramp entrance.
The sides of curb ramps (curb ramp flares) where provided, shall not be steeper than 1:10.

2010 ADAS Section 406.1
Curb ramps on accessible routes shall comply with 406, 405.2 through 405.5, and 405.10.

Citation: As Built:

2010 ADAS Section: 406.1 On the curb ramp by
the accessible
parking, the side flare
is 20%.

Recommendation:
Remove this curb ramp and relocate to the access aisle between parking spaces.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in
violation of the codes at the time of construction, or pose an imminent safety threat)

8.33% max
= 4
Flare r

Finding 183971 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Accessible Routes
Lat: 38.8205806000, Long: -104.8077524000
Finding: 6

The accessible path of travel contains cross slopes greater than 2%. This path is an entrance from
the public right of way.

Surface cross slopes shall not exceed one unit vertical in 48 units horizontal (2-percent slope).
When the slope in the direction of travel of any walk exceeds 1 unit vertical in 20 units horizontal
(5-percent slope), it must be constructed as ramp.

2010 ADAS Section 403.3
The running slope of walking surfaces shall not be steeper than 1:20. The cross slope of walking surfaces
shall not be steeper than 1:48.

Citation: As Built:

2010 ADAS Section: 403.3 This area of sidewalk
between parking
spaces has a cross
slope of 3-4%.

Recommendation:
Ideally this must be redone or signage should be installed at path entrance. Not every route need be
accessible.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in
violation of the codes at the time of construction, or pose an imminent safety threat)

] 1)
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #6 Additional Finding Photos

Finding 185203 Additional Photo Finding 185203 Additional Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Accessible Routes
Lat: 38.8205806000, Long: -104.8077524000
Finding: 7

The sidewalk ends at a curb, without a ramp.
In addition, there is a 1" gap at the curb.
The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be
beveled at 1:2 or less.

Changes in level greater than 1/2 inch must be by way of a ramp.

2010 ADAS Section 303.3
Changes in level between 1/4 inch (6.4 mm) high minimum and 1/2 inch (13 mm) high maximum shall be
beveled with a slope not steeper than 1:2.

2010 ADAS Section 303.2
Changes in level of 1/4 inch (6.4 mm) high maximum shall be permitted to be vertical.

Citation: As Built:

2010 ADAS Section: 303.3, 303.2 At the end of this
sidewalk by the
parking, there is not a
curb ramp.

Recommendation:
Add a curb ramp, or install signage at the start of the route indicating it is not an accessible route.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in
violation of the codes at the time of construction, or pose an imminent safety threat)

Finding 183977 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #7 Additional Finding Photos

Finding 183977 Additional Photo Finding 183977 Additional Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Accessible Routes
Lat: 38.8205806000, Long: -104.8077524000
Finding: 8

The curb ramp side flares are too steep and are not distinguished from the ramp surface.

The sides of curb ramps (curb ramp flares) where provided, shall not be steeper than 1:10.

2010 ADAS Section 406.1
Curb ramps on accessible routes shall comply with 406, 405.2 through 405.5, and 405.10.

Citation: As Built:

2010 ADAS Section: 406.1 The side flares on the
curb ramp exceed
20%; there are no
detectable warnings;
the side flares are not
delineated.

Recommendation:
Re-pour this ramp.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in
violation of the codes at the time of construction, or pose an imminent safety threat)

8.33% max
= 4
Flare r
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Accessible Routes

Lat: 38.8205806000, Long: -104.8077524000

Finding: 9

The tops of many panels are spalling 1/4" or more. Many of the joints have 1-1/2" or more of
separation.

The walkway contains abrupt vertical edges and/or variations over a 1/4 inch.

1/4 inch is the maximum vertical rise. Changes in level between 1/4 inch and 1/2 inch must be
beveled at 1:2 or less.

Changes in level greater than 1/2 inch must be by way of a ramp.

2010 ADAS Section 303.3
Changes in level between 1/4 inch (6.4 mm) high minimum and 1/2 inch (13 mm) high maximum shall be
beveled with a slope not steeper than 1:2.

2010 ADAS Section 303.2
Changes in level of 1/4 inch (6.4 mm) high maximum shall be permitted to be vertical.

Citation: As Built;

2010 ADAS Section: 303.3, 303.2 The walkway from the
parking lot to the
main entrance has
extensive spalling
and joint separation.

Recommendation:
Replace approximately 30 pads of concrete.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in
violation of the codes at the time of construction, or pose an imminent safety threat)

Yamax .
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #9 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Accessible Routes
Lat: 38.8205806000, Long: -104.8077524000
Finding: 10

The building entrance is not located on an accessible route.

When a building, or portion of a building, is required to be accessible, an accessible route of travel
shall be provided to all portions of the building, to accessible building entrances and between the
building and the public way.

All walks, halls, corridors, aisles, skywalks, tunnels, and other spaces that are part of an accessible
route must comply. An accessible route of travel must not pass through kitchens, storage rooms,
restrooms, closets or other spaces used for similar purposes. At least one accessible route within
the boundary of the site must be provided from public transportation stops, accessible parking and
accessible passenger loading zones and public streets or sidewalks to the accessible building
entrance they serve.

The accessible route shall, to the maximum extent feasible, coincide with the route for the general
public. At least one accessible route shall connect accessible buildings, facilities, elements and
spaces that are on the same site. At least one accessible route shall connect accessible building or
facility entrances with all accessible spaces and elements.

2010 ADAS Section 206.2.1

At least one accessible route shall be provided within the site from accessible parking spaces and accessible
passenger loading zones; public streets and sidewalks; and public transportation stops to the accessible
building or facility entrance they serve.

Citation: As Built:

2010 ADAS Section: 206.2.1 There is no close or
properly constructed
accessible route from
parking lot.

Recommendation:
Install a curb ramp in drop off area / parking area.

Barrier Priority:
N/A
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #10 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Parking
Lat: 38.8205806000, Long: -104.8077524000

Finding: 11

The striping for the accessible parking stall's loading/unloading access aisle is missing.
Access aisles shall be marked so as to discourage parking in them.

2010 ADAS Section 502.3.3
Access aisles shall be marked so as to discourage parking in them.

Citation: As Built:

2010 ADAS Section: 502.3.3 The accessible
parking space is
13'-0", but no area is
striped for the access
aisle.

Recommendation:
Re-stripe the parking to include an access aisle. If parking will remain diagonal, the access aisle
should be on the right side of the parking space.

Note: New plan calls for this space to be moved.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in
violation of the codes at the time of construction, or pose an imminent safety threat)

/)

:

Finding 183967 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #11 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Parking
Lat: 38.8205806000, Long: -104.8077524000

Finding: 12

The required parking signage is missing.

Parking space identification signs shall include the International Symbol of Accessibility (ISA). Signs
identifying van parking spaces shall contain the designation "van accessible." All signs shall be 60
inches minimum above the finish floor or ground surface measured to the bottom of the sign.

2010 ADAS Section 502.6

Parking space identification signs shall include the International Symbol of Accessibility complying with
703.7.2.1. Signs identifying van parking spaces shall contain the designation "van accessible." Signs shall
be 60 inches (1525 mm) minimum above the finish floor or ground surface measured to the bottom of the
sign.

Citation: As Built:

2010 ADAS Section: 502.6 There is not a sign on
the accessible
parking space.

Recommendation:
Install an accessible parking sign.

Note: New plan calls on this to be moved.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in
violation of the codes at the time of construction, or pose an imminent safety threat)

Accessible

60inches min.

Finding 183968 Main Photo -
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #12 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Parking
Lat: 38.8205806000, Long: -104.8077524000

Finding: 13

The van stall is missing a sign identifying it as a van accessible stall.

Parking space identification signs shall include the International Symbol of Accessibility. Signs
identifying van parking spaces shall contain the designation "van accessible."

2010 ADAS Section 502.6

Parking space identification signs shall include the International Symbol of Accessibility complying with
703.7.2.1. Signs identifying van parking spaces shall contain the designation "van accessible." Signs shall
be 60 inches (1525 mm) minimum above the finish floor or ground surface measured to the bottom of the
sign.

Citation: As Built:

2010 ADAS Section: 502.6 There is not a van
accessible parking
space.

Recommendation:

Install signage indicating one of the accessible spaces as van accessible. The spaces need to be
restriped for van access as well, either 8' wide parking space with 8' wide access aisle, or 11' wide
parking space with 5' wide access aisle.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in
violation of the codes at the time of construction, or pose an imminent safety threat)

Finding 183969 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #13 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Parking
Lat: 38.8205806000, Long: -104.8077524000

Finding: 14

The required parking signage is missing.

Parking space identification signs shall include the International Symbol of Accessibility (ISA). Signs
identifying van parking spaces shall contain the designation "van accessible." All signs shall be 60
inches minimum above the finish floor or ground surface measured to the bottom of the sign.

2010 ADAS Section 502.6

Parking space identification signs shall include the International Symbol of Accessibility complying with
703.7.2.1. Signs identifying van parking spaces shall contain the designation "van accessible." Signs shall
be 60 inches (1525 mm) minimum above the finish floor or ground surface measured to the bottom of the
sign.

Citation: As Built:

2010 ADAS Section: 502.6 At the accessible
parking near the
building, one of the
spaces is missing the
pole-mounted sign.

Recommendation:

Reinstall the accessible parking sign. Add van sign and re-stripe to make it conforming. Shift
spaces to the right - making an 8' access aisle in between two 8' parking spaces.

Note - new plan has these spaces being relocated.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in
violation of the codes at the time of construction, or pose an imminent safety threat)

Finding 183970 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Exterior - Book Drop
Lat: 38.8205806000, Long: -104.8077524000

Finding: 15

The book drop is 16-1/2" from the sidewalk, and is adjacent to a 6" curb.

The operable part of the book drop requires turning, twisting or pinching.

The top shelf is over 48" high.

State and local governments have an obligation to make their programs and services accessible to
persons with disabilities. This may or may not require the alteration, addition or construction of
existing facilities which predate The Americans with Disabilities Act (ADA) of 1990.

Under the Code of Federal Regulations Section 35.151(b)(2) State and Local Government Title I

entities may provide programmatic access where alterations to existing facilities would result
in undue financial and administrative burdens.

2010 ADAS Section Advisory

None
Citation: As Built:
2010 ADAS Section: Advisory The book drop has

several issues.

Recommendation:
Relocate the book drop closer to the sidewalk and lower it, to allow for parallel approach. Consider
different opening and latch devices that are easier to operate.

Barrier Priority:
2 (Important): Should be completed as soon as possible. (Includes findings that would remove
barriers to the greatest number of people to your goods and services)

Finding 184058 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom
Lat: 38.8205806000, Long: -104.8077524000

Finding: 16

In addition to the restroom signage not having tactile/Braille, it is mounted inside the restroom and
not at the door.

A compliant room identification sign is missing on the strike side of the door.

Wall signs identifying permanent rooms and spaces of a building shall be a horizontal format and the
characters raised 1/32 inch minimum and shall be sans serif uppercase characters a minimum of 5/8
inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and
shall be placed a minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile
characters; flush left or centered. Signs with raised characters or Braille shall be located 48 inches
minimum above the finish floor or ground surface, measured from the baseline of the lowest tactile
character and 60 inches maximum above the finish floor or ground surface, measured from the
baseline of the highest tactile character.

2010 ADAS Section 216.2

Interior and exterior signs identifying permanent rooms and spaces shall comply with 703.1, 703.2, and
703.5. Where pictograms are provided as designations of permanent interior rooms and spaces, the
pictograms shall comply with 703.6 and shall have text descriptors complying with 703.2 and 703.5.

Citation: As Built:

2010 ADAS Section: 216.2 The restroom signage
does not contain
tactile/Braille.

Recommendation:
Install compliant signage at the door.

Barrier Priority:
2 (Important): Should be completed as soon as possible. (Includes findings that would remove
barriers to the greatest number of people to your goods and services)

Finding 183986 Main Photo

________________________________________________________________________________________________________________________________________________________________________|
City of Colorado Springs https://coloradosprings.gov/ 26 of 143

(719) 385 - 5175 Powered by



Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #16 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom
Lat: 38.8205806000, Long: -104.8077524000

Finding: 17

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured
to protect against contact. There shall be no sharp or abrasive surfaces under lavatories and sinks.

2010 ADAS Section 606.5
Water supply and drain pipes under lavatories and sinks shall be insulated or rwis ed to protect
against contact. There shall be no sharp or abrasive surfaces under lav andgsin

Citation:

As Buyilt
2010 ADAS Section: 606.5 h j

not i ion.
Recommendation:
Insulate the pipes on at least o t Wdicate it is accessible with a sticker on the mirror.

Budget range is per

Barrier
3 (Modefate): Shou ompleted as soon as possible, but there may be other items that will
provide ess to persons with disabilities. (Includes findings that have a high financial
impact on y in relationship to the degree of access provided)

Finding 183988 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #17 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom
Lat: 38.8205806000, Long: -104.8077524000
Finding: 18

The toe space is non compliant under the lavatory.

Space under an element between the finish floor and 9 inches above the finish floor shall be
considered toe clearance. Space extending greater than 6 inches beyond the available knee
clearance at 9 inches above the finish floor or ground shall not be considered toe clearaga

Toe clearance shall be 30 inches wide minimum and shall extend 17 i
maximum under the lavatory.

2010 ADAS Section 306.2.2
Toe clearance shall extend 25 inches (635 mm) maximum eran ele t.

2010 ADAS Section 306.2.3
Where toe clearance is required at an elemagat fa oor space, the toe clearance shall extend
17 inches (430 mm) minimum under th

2010 ADAS Section 306.2.
Space extending grea
above the finish flog

mm) beyond the available knee clearance at 9 inches (230 mm)
all notbe considered toe clearance.

Citatio As Built:

2010 ADAG, Sectign: 306.2.2, 306.2.3, 306.2.4 The leg and toe
clearance is only 12"
deep.

Recommendation:
Configure at least one lavatory with proper leg and toe clearance, and indicate it is the accessible
lavatory.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 183990 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #18 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom
Lat: 38.8205806000, Long: -104.8077524000

Finding: 19

The mirror is mounted too high.

Mirrors must have the bottom edge of the reflecting surface a maximum of 40 inches above the floor
if above a sink or counter. Mirrors not located above lavatories or countertops shall be installed with
the bottom edge of the reflecting surface 35 inches maximum above the finish floor or

2010 ADAS Section 603.2
Clearances shall comply with 603.2.

Citation: As Buils

S
2010 ADAS Section: 603.2 h urfa
of th@mi the
ome troom is
at 49%1/2".
Recommendation:
Lower the mirror or i reestanding mirror at 35" maximum.

Barrier
3 (Modefate): Shou ompleted as soon as possible, but there may be other items that will
provide ess to persons with disabilities. (Includes findings that have a high financial
impact on y in relationship to the degree of access provided)

Finding 183992 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom

Lat: 38.8205806000, Long: -104.8077524000

Finding: 20

The accessible stall is required to be 60" wide by 59" deep with a floor mounted toilet.

2010 ADAS Section 603.1
Toilet and bathing rooms shall comply with 603.

Citation: As Built:
2010 ADAS Section: 603.1 The accessible stgdl i
only 40" wid

Recommendation:

Reconfigure the restroom to provide proper size @Ie stall.

Restroom was renovated in early 2019.

Barrier Priority:
3 (Moderate): Should be cO@pletgh on as possible, but there may be other items that will
provide greater acg W disabilities. (Includes findings that have a high financial

impact on the enti (st to the degree of access provided)

Finding 183994 Main Photo

________________________________________________________________________________________________________________________________________________________________________|
City of Colorado Springs https://coloradosprings.gov/ 34 of 143

(719) 385 - 5175 Powered by



Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #20 Additional Finding Photos

Finding 183994 Additional Photo Finding 1 Add|t|
33994 Adg onaiPhoto
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom
Lat: 38.8205806000, Long: -104.8077524000

Finding: 21

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting.
Controls for the flush valves shall be mounted on the wide side of toilet areas, no more than 48
inches above the floor.

2010 ADAS Section 604.6

Flush controls shall be hand operated or automatic. Hand operated fl ontrolg sh ply with 309.
Flush controls shall be located on the open side of the water et e in atory accessible

compartments complying with 604.8.2.
S ‘uilt: '
2010 ADAS Section: 604.6 efl ndle is on
th ong side of the
et.

Recommendatiogs
Replace the tank st

Citation:

hamdle is on the correct side.

carly 2019.

Barrier ;

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 183996 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #21 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom
Lat: 38.8205806000, Long: -104.8077524000
Finding: 22

The rear grab bar is missing.

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum
above the finish floor measured to the top of the gripping surface and the space between the grab
bar and the top of the tank (any obstruction) shall be 1-1/2 inches minimum.

2010 ADAS Section 609.4
Grab bars shall be installed in a horizontal position, 33 inches (840 m
maximum above the finish floor measured to the top of the grippin
children's use complying with 604.9, grab bars shall be installed i

to the top of the gripping

surface. The height of the lower grab bar on the Back8wvall of shall comply with 607.4.1.1 or
607.4.2.1.
Citation: ilt:
2010 ADAS Section: 609.4 There are 2 side grab
bars but no rear grab
bar.

troom and install the rear grab bar.

Restroom was renovated in early 2019.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 183997 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #22 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom
Lat: 38.8205806000, Long: -104.8077524000
Finding: 23

Objects must be mounted either 12" above or 1-1/2" below grab bars.

Elements adjacent to the grab bar shall be positioned to provide unobstructed use of grab bars. The
space between the grab bar and projecting objects below and at the ends shall be 1-1/2 inches
minimum. The space between the grab bar and projecting objects above shall be 12 inc inimum.

2010 ADAS Section 609.3
The space between the wall and the grab bar shall be 1 1/2 inches (3
bar and projecting objects below and at the ends shall be 1 1/

S
between the grab bar and projecting objects above shall be 12 inchies ({95 m
Citation: s Built:
2010 ADAS Section: 609.3 es napkin
di al box is
Recommendatio
Relocate t itd ispdsal box.

ounted 1/2" under
The restiflom wasgenovated in early 2019 and a floor trash can was provided.

the grab bar.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 183999 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #23 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom
Lat: 38.8205806000, Long: -104.8077524000

Finding: 24

The (XX) is positioned too high for either a side or front approach.
Where a clear floor or ground space allows a parallel approach to an element and the side reach is
unobstructed, the high side reach shall be 48 inches maximum and the low side reach shall be 15

inches minimum above the finish floor or ground.

Where a forward reach is unobstructed, the high forward reach shall be 48 i ma and the

low forward reach shall be 15 inches minimum above the finish floor or gr
2010 ADAS Section 308.1
Reach ranges shall comply with 308.

Citation: ilt:

T nitary napkin
penser operable
@ part is 50" high.

2010 ADAS Section: 308.1

Recommendati
N/A

Barrier@@riorit

3 (Modera ould be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184000 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #24 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom
Lat: 38.8205806000, Long: -104.8077524000

Finding: 25

The clear floor space only allows for a forward approach and the electrical receptacle is out of reach
range.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum and the
low forward reach shall be 15 inches minimum above the finish floor or ground.

2010 ADAS Section 308.2.1
Where a forward reach is unobstructed, the high forward reach shall be 48 inches (1220 mm) maximum and
the low forward reach shall be 15 inches (380 mm) minimum above the finish floor or ground.

Citation: As Built:

2010 ADAS Section: 308.2.1 The electrical
receptacle in the
restroom is mounted
at 49-1/2"

Recommendation:
It appears the receptacles are for staff only use. If this restroom is modified in the future, consider
lowering the receptacle.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184001 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #25 Additional Finding Photos

Finding 184001 Additional Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom
Lat: 38.8205806000, Long: -104.8077524000

Finding: 26

The route of travel at this location does not provide a minimum width of 36 inches.

The clear width shall be permitted to be reduced to 32 inches minimum for a length of 24 inches
maximum provided that reduced width segments are separated by segments that are 48 inches long
minimum and 36 inches wide minimum.

2010 ADAS Section 403.5.1
Except as provided in 403.5.2 and 403.5.3, the clear width of walking swfaces@hall b&g86 inches (915 mm)
minimum.

Citation:

2010 ADAS Section: 403.5.1

Recommendation:
Do nothing, it isn't feasible to fi IIg lo&d bearing and very close to requirement.

Barrier Pri
leted as soon as possible, but there may be other items that will
persons with disabilities. (Includes findings that have a high financial
relationship to the degree of access provided)

Finding 184004 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #26 Additional Finding Photos

Finding 184004 Additional Photo @
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom
Lat: 38.8205806000, Long: -104.8077524000

Finding: 27

In addition to the restroom signage not having tactile/Braille, it is mounted inside the restroom and
not at the door.

A compliant room identification sign is missing on the strike side of the door.

Wall signs identifying permanent rooms and spaces of a building shall be a horizontal format and the
characters raised 1/32 inch minimum and shall be sans serif uppercase characters a minimum of 5/8
inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and
shall be placed a minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile
characters; flush left or centered. Signs with raised characters or Braille shall be located 48 inches
minimum above the finish floor or ground surface, measured from the baseline of the lowest tactile
character and 60 inches maximum above the finish floor or ground surface, measured from the
baseline of the highest tactile character.

2010 ADAS Section 216.2

Interior and exterior signs identifying permanent rooms and spaces shall comply with 703.1, 703.2, and
703.5. Where pictograms are provided as designations of permanent interior rooms and spaces, the
pictograms shall comply with 703.6 and shall have text descriptors complying with 703.2 and 703.5.

Citation: As Built:

2010 ADAS Section: 216.2 The restroom signage
does not contain
tactile/Braille.

Recommendation:
Install compliant signage at the door.

Barrier Priority:
2 (Important): Should be completed as soon as possible. (Includes findings that would remove
barriers to the greatest number of people to your goods and services)

Finding 183987 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #27 Additional Finding Photos

Finding 183987 Additional Photo Finding 183987 Additional Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom
Lat: 38.8205806000, Long: -104.8077524000

Finding: 28

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured
to protect against contact. There shall be no sharp or abrasive surfaces under lavatories and sinks.

2010 ADAS Section 606.5
Water supply and drain pipes under lavatories and sinks shall be insulated or rwis ed to protect
against contact. There shall be no sharp or abrasive surfaces under lav andgsin

Citation:

As Buyilt
2010 ADAS Section: 606.5 h j

not i ion.
Recommendation:
Insulate the pipes on at least o t Wdicate it is accessible with a sticker on the mirror.

Budget range is per

Barrier
3 (Modefate): Shou ompleted as soon as possible, but there may be other items that will
provide ess to persons with disabilities. (Includes findings that have a high financial
impact on y in relationship to the degree of access provided)

Finding 183989 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #28 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom
Lat: 38.8205806000, Long: -104.8077524000
Finding: 29

The toe space is non compliant under the lavatory.

Space under an element between the finish floor and 9 inches above the finish floor shall be
considered toe clearance. Space extending greater than 6 inches beyond the available knee
clearance at 9 inches above the finish floor or ground shall not be considered toe clearaga

Toe clearance shall be 30 inches wide minimum and shall extend 17 i
maximum under the lavatory.

2010 ADAS Section 306.2.2
Toe clearance shall extend 25 inches (635 mm) maximum eran ele t.

2010 ADAS Section 306.2.3
Where toe clearance is required at an elemagat fa oor space, the toe clearance shall extend
17 inches (430 mm) minimum under th

2010 ADAS Section 306.2.
Space extending grea
above the finish flog

mm) beyond the available knee clearance at 9 inches (230 mm)
all notbe considered toe clearance.

Citatio As Built:

2010 ADAG, Sectign: 306.2.2, 306.2.3, 306.2.4 The leg and toe
clearance is only 12"
deep.

Recommendation:
Configure at least one lavatory with proper leg and toe clearance, and indicate it is the accessible
lavatory.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 183991 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #29 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom
Lat: 38.8205806000, Long: -104.8077524000

Finding: 30

The mirror is mounted too high.

Mirrors must have the bottom edge of the reflecting surface a maximum of 40 inches above the floor
if above a sink or counter. Mirrors not located above lavatories or countertops shall be installed with
the bottom edge of the reflecting surface 35 inches maximum above the finish floor or

2010 ADAS Section 603.2
Clearances shall comply with 603.2.

Citation:

2010 ADAS Section: 603.2

Recommendation: ; >
Lower the mirror.

Barrier
3 (Modefate): Shou ompleted as soon as possible, but there may be other items that will
provide ess to persons with disabilities. (Includes findings that have a high financial
impact on y in relationship to the degree of access provided)

Finding 183993 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #30 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom

Lat: 38.8205806000, Long: -104.8077524000

Finding: 31

When there is a floor mounted toilet, an accessible stall is required to be 60" wide by 59" deep.

2010 ADAS Section 603.1
Toilet and bathing rooms shall comply with 603.

Citation: As Built:
2010 ADAS Section: 603.1 The accessible stgdl i
only 40" wid

Recommendation:

Reconfigure the restroom to provide proper size @Ie stall.

Restroom was renovated in early 2019.

Barrier Priority:
3 (Moderate): Should be cO@pletgh on as possible, but there may be other items that will
provide greater acg W disabilities. (Includes findings that have a high financial

impact on the enti (st to the degree of access provided)

Finding 183995 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #31 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom
Lat: 38.8205806000, Long: -104.8077524000
Finding: 32

The rear grab bar is missing.

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum
above the finish floor measured to the top of the gripping surface and the space between the grab
bar and the top of the tank (any obstruction) shall be 1-1/2 inches minimum.

2010 ADAS Section 609.4

Grab bars shall be installed in a horizontal position, 33 inches (840 m
maximum above the finish floor measured to the top of the grippin
children's use complying with 604.9, grab bars shall be installed i
to the top of the gripping

surface. The height of the lower grab bar on the Back8wvall of shall comply with 607.4.1.1 or
607.4.2.1.
Citation: ilt:
2010 ADAS Section: 609.4 There are 2 side grab
bars but no rear grab
bar.

provide rear grab bar.

Restroom was renovated in early 2019.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 183998 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #32 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom
Lat: 38.8205806000, Long: -104.8077524000

Finding: 33

The clear floor space only allows for a forward approach and the electrical receptacle is out of reach
range.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum and the
low forward reach shall be 15 inches minimum above the finish floor or ground.

2010 ADAS Section 308.2.1
Where a forward reach is unobstructed, the high forward reach shall be 48 inches (1220 mm) maximum and
the low forward reach shall be 15 inches (380 mm) minimum above the finish floor or ground.

Citation: As Built:

2010 ADAS Section: 308.2.1 The electrical
receptacle in the
restroom is mounted
at 49-1/2"

Recommendation:
It appears the receptacles are for staff only use. If this restroom is modified in the future, consider
lowering the receptacle.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184002 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #33 Additional Finding Photos

Finding 184002 Additional Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom
Lat: 38.8205806000, Long: -104.8077524000

Finding: 34

The route of travel at this location does not provide a minimum width of 36 inches.

The clear width shall be permitted to be reduced to 32 inches minimum for a length of 24 inches
maximum provided that reduced width segments are separated by segments that are 48 inches long
minimum and 36 inches wide minimum.

2010 ADAS Section 403.5.1
Except as provided in 403.5.2 and 403.5.3, the clear width of walking swfaces@hall b&g86 inches (915 mm)
minimum.

Citation:

2010 ADAS Section: 403.5.1

Recommendation:
Do nothing, it isn't feasible to fi IIg lo&d bearing and very close to requirement.

Barrier Pri
leted as soon as possible, but there may be other items that will
persons with disabilities. (Includes findings that have a high financial
relationship to the degree of access provided)

Finding 184005 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - General
Lat: 38.8205806000, Long: -104.8077524000

Finding: 35

There is not enough knee clearance under the drinking fountain.

The drinking fountain must have a clear knee space between the bottom of the drinking fountain and
the floor not less than 27 inches in height, 30 inches in width, and 8 inches in depth.

2010 ADAS Section 602.2
Units shall have a clear floor or ground space complying with 305 position ra\y pproach and
centered on the unit. Knee and toe clearance complying with 306 shall vid

Citation:

2010 ADAS Section: 602.2

Recommendation:
Raise the drinking fountain.

Drinking fountain

result in p greater access to persons with disabilities. (Includes findings that are technically
violations but provide a moderate to low increase in accessibility compared to the financial impact
on the entity)

Finding 184003 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #35 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - General
Lat: 38.8205806000, Long: -104.8077524000

Finding: 36

Compliant room identification signs are missing on the strike side of the door.

Wall signs identifying permanent rooms and spaces of a building shall be in a horizontal format and
the characters raised 1/32 inch minimum and shall be sans serif uppercase characters a minimum of
5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format
and shall be placed a minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile
characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-inch space
between cells, measured from the second column of dots in the first cell to the first column of dots in
the second cell. Dots shall be raised a minimum of 1/40 inch above the background. Braille dots shall
be domed or rounded. Signs with raised characters or Braille shall be located 48 inches minimum
above the finish floor or ground surface, measured from the baseline of the lowest tactile character
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the
highest tactile character.

2010 ADAS Section 216.2

Interior and exterior signs identifying permanent rooms and spaces shall comply with 703.1, 703.2, and
703.5. Where pictograms are provided as designations of permanent interior rooms and spaces, the
pictograms shall comply with 703.6 and shall have text descriptors complying with 703.2 and 703.5.

Citation: As Built:

2010 ADAS Section: 216.2 Signage is missing
throughout the
building.

Recommendation:
Provide signage at each door and provide directional signage where required.
Budget range is per sign, assuming an off-the-shelf (non-custom) sign.

Barrier Priority:
2 (Important): Should be completed as soon as possible. (Includes findings that would remove
barriers to the greatest number of people to your goods and services)

Finding 184041 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #36 Additional Finding Photos

Finding 184041 Additional Photo Finding 184041 Additional Photo

Finding 184041 Additional Photo Finding 184041 Additional Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - General
Lat: 38.8205806000, Long: -104.8077524000

Finding: 37

The coat hooks are positioned too high for either a side or front approach.

Where a clear floor or ground space allows a parallel or front approach and the side reach is
unobstructed, the high side reach shall be 48 inches maximum above the finish floor or ground and
the low side reach shall be 15 inches minimum above the finish floor or ground.

2010 ADAS Section 308.2.1
Where a forward reach is unobstructed, the high forward reach shall be chesgf 22 aximum and
the low forward reach shall be 15 inches (380 mm) minimum above Inish ror

2010 ADAS Section 308.3.1
Where a clear floor or ground space allows a p
unobstructed, the high side reach shall be 48 in
inches (380 mm) minimum above the finis

pproach, to al element and the side reach is
) mgiimum and the low side reach shall be 15

Citation:

The coat hooks in the
corridor are mounted
between 49-1/2" and
53".

2010 ADAS Section:

Recom on:
Lower at least one section of coat hooks to 48" maximum.

Since the Community Center is used by children, it would be wise to mount a section of coat hooks
at 40" maximum (for 5 to 8 year olds) or 44" maximum (for 9 to 12 year olds).

Barrier Priority:

4 (Low): Should be completed as soon as possible due to being a technical violation, but may not
result in providing greater access to persons with disabilities. (Includes findings that are technically
violations but provide a moderate to low increase in accessibility compared to the financial impact
on the entity)

Finding 184047 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #37 Additional Finding Photos

Finding 184047 Additional Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Preschool Restrooms
Lat: 38.8205806000, Long: -104.8077524000

Finding: 38

Compliant room identification signs are missing on the strike side of the door.

Wall signs identifying permanent rooms and spaces of a building shall be in a horizontal format and
the characters raised 1/32 inch minimum and shall be sans serif uppercase characters a minimum of
5/8 inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format
and shall be placed a minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile
characters; flush left or centered. Dots shall be 1/10 inch on center in each cell with 2/10-inch space
between cells, measured from the second column of dots in the first cell to the first column of dots in
the second cell. Dots shall be raised a minimum of 1/40 inch above the background. Braille dots shall
be domed or rounded. Signs with raised characters or Braille shall be located 48 inches minimum
above the finish floor or ground surface, measured from the baseline of the lowest tactile character
and 60 inches maximum above the finish floor or ground surface, measured from the baseline of the
highest tactile character.

2010 ADAS Section 216.2

Interior and exterior signs identifying permanent rooms and spaces shall comply with 703.1, 703.2, and
703.5. Where pictograms are provided as designations of permanent interior rooms and spaces, the
pictograms shall comply with 703.6 and shall have text descriptors complying with 703.2 and 703.5.

Citation: As Built:

2010 ADAS Section: 216.2 The preschool
restrooms are
missing proper
signage.

Recommendation:
Install compliant signage.

Budget range is per sign.

Barrier Priority:
2 (Important): Should be completed as soon as possible. (Includes findings that would remove
barriers to the greatest number of people to your goods and services)
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Preschool Restrooms
Lat: 38.8205806000, Long: -104.8077524000

Finding: 39

One of the preschool restrooms is 48" x by 55". The other is 48" by 63".
Toilet compartments must be a minimum of 60 inches in width by 59" in depth.

2010 ADAS Section 604.8.1.1

Wheelchair accessible compartments shall be 60 inches (1525 mm) wide minimum measured perpendicular
to the side wall, and 56 inches (1420 mm) deep minimum for wall hung water closets and 59 inches (1500
mm) deep minimum for floor mounted water closets measured perpendicular to the rear wall. Wheelchair
accessible compartments for children's use shall be 60 inches (1525 mm) wide minimum measured
perpendicular to the side wall, and 59 inches (1500 mm) deep minimum for wall hung and floor mounted
water closets measured perpendicular to the rear wall.

Citation: As Built:

2010 ADAS Section: 604.8.1.1 The preschool
restrooms are not the
proper size.

Recommendation:

Reconfigure the restrooms to provide proper clearance. Since they are both unisex, it may be easier
to make only one accessible size and the other one slightly smaller.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184050 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Preschool Restrooms
Lat: 38.8205806000, Long: -104.8077524000

Finding: 40

The toilets are not located within the range allowed from the side wall or partition. One toilet is 16" to
the centerline, and the other is 16-3/4".

The centerline of the toilet must be at 12" for this age group.

2010 ADAS Section 604.2

The water closet shall be positioned with a wall or partition to the rear and to one side. The centerline of the
water closet shall be 16 inches (405 mm) minimum to 18 inches (455 mm) maximum from the side wall or
partition, except that the water closet shall be 17 inches (430 mm) minimum and 19 inches (485 mm)
maximum from the side wall or partition in the ambulatory accessible toilet compartment specified in 604.8.2.
Water closets shall be arranged for a left-hand or right-hand approach.

Citation: As Built:

2010 ADAS Section: 604.2 The toilets in the
preschool restrooms
are too far from the
wall for the age

group.

Recommendation:
Move the toilets to 12" from centerline to the wall.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184051 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Preschool Restrooms
Lat: 38.8205806000, Long: -104.8077524000

Finding: 41

Accessible toilets must have grab bars installed.

The side grab bar must extend at least 54 inches minimum beyond the rear wall and start a maximum
of 12 inches from the rear wall.

The rear grab bar must be a minimum of 36 inches long and extend from the centerline of the toilet
12 inches minimum on one side and 24 inches minimum on the other side.

Grab bars shall be installed in a horizontal position 20" to the top of the gripping surface.
2010 ADAS Section 604.5

Grab bars for water closets shall comply with 609. Grab bars shall be provided on the side wall closest to
the water closet and on the rear wall.

Citation: As Built:

2010 ADAS Section: 604.5 Neither preschool
restroom has grab
bars.

Recommendation:
Install 4 grab bars.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184052 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Preschool Restrooms
Lat: 38.8205806000, Long: -104.8077524000

Finding: 42

The maneuvering space on the pull side of the door or gate does not adequately extend beyond the
latch side of the door.

Maneuvering space for doors or gates on the pull side with a front approach must be flat (2% max.
slope in any direction) for a minimum distance of 60 inches in the direction of travel. The width of the
maneuvering space must be as wide as the door or gate plus an additional 18 inches on the latch
side. This latch side clearance must also be flat (2% max. slope in any direction) and clear of
obstructions.

2010 ADAS Section 404.2.4.1
Swinging doors and gates shall have maneuvering clearances complying with Table 404.2.4.1.

Citation: As Built:

2010 ADAS Section: 404.2.4.1 Nether restroom has
the minimum required
clearance to open the
door.

Recommendation:
Move the tables away from the latch side 18".

Barrier Priority:
N/A
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 43

The wall sign is mounted too low.

Tactile Characters on signs shall be located 48 inches minimum above the finish floor or ground
surface, measured from the baseline of the lowest tactile character and 60 inches maximum above
the finish floor or ground surface, measured from the baseline of the highest tactile character.
Mounting location shall be determined so that a person may approach within 3 inches of signage
without encountering protruding objects and shall be located so that a clear floor space of 18 inches

minimum by 18 inches minimum, centered on the tactile Characters, is provided beyond the arc of
any door swing between the closed position and 45 degree open position.

2010 ADAS Section 703.4.1

Tactile characters on signs shall be located 48 inches (1220 mm) minimum above the finish floor or ground
surface, measured from the baseline of the lowest tactile character and 60 inches (1525 mm) maximum
above the finish floor or ground surface, measured from the baseline of the highest tactile character.

Citation: As Built:

2010 ADAS Section: 703.4.1 The sign for the men's
room is mounted at
37".

Recommendation:
Install a sign at least 18" from the door swing on the latch side of the door, between 48 and 60".

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184006 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 44

The mirror is mounted too high.

Mirrors must have the bottom edge of the reflecting surface a maximum of 40 inches above the floor
if above a sink or counter. Mirrors not located above lavatories or countertops shall be installed with
the bottom edge of the reflecting surface 35 inches maximum above the finish floor or

2010 ADAS Section 603.2
Clearances shall comply with 603.2.

Citation:

2010 ADAS Section: 603.2

Recommendation:

Lower the mirror or install a or at 35" maximum to reflective surface.

Barrier Priorit
pleted as soon as possible, but there may be other items that will
persons with disabilities. (Includes findings that have a high financial
in relationship to the degree of access provided)

provide
impact o

Finding 184010 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 45

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured
to protect against contact. There shall be no sharp or abrasive surfaces under lavatories and sinks.

2010 ADAS Section 606.5

Water supply and drain pipes under lavatories and sinks shall be insulated or rwis ed to protect
against contact. There shall be no sharp or abrasive surfaces under lav andgsin
Citation:

2010 ADAS Section: 606.5

Recommendation:
N/A Q

Barrier Priority:

3 (Moderate): Sh¢lld be ted as soon as possible, but there may be other items that will

cuess to gersons with disabilities. (Includes findings that have a high financial
alsftionship to the degree of access provided)

provide a
impact ofthe entit

Finding 184012 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 46

The faucet controls require twisting of the wrist.

Faucet controls and operating mechanisms shall be operable with one hand and shall not require
tight grasping, pinching or twisting of the wrist. The force required to activate controls shall be no
greater than 5 Ib. Lever-operated, push-type and electronically controlled mechanisms_agaggxamples

of acceptable designs. Self-closing valves are allowed if the faucet remains ope
seconds.
2010 ADAS Section 606.4
Controls for faucets shall comply with 309. Hand-operate terifyy fauc remain open for 10
seconds minimum.
Citation: iIt:
2010 ADAS Section: 606.4 T vatory faucets
quire tight grasping
@ or twisting.

Recommendati
N/A

Barrier@@riorit

3 (Modera ould be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184014 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 47

The toe space is non compliant under the lavatory as it is obstructed by a wood panel. Only 12" of
clearance is provided.

Space under an element between the finish floor and 9 inches above the finish floor shall be
considered toe clearance. Space extending greater than 6 inches beyond the ayailable knee
clearance at 9 inches above the finish floor or ground shall not be considered toe cleg

Toe clearance shall be 30 inches wide minimum and shall extend cheggmi
maximum under the lavatory.

2010 ADAS Section 306.2.2

Toe clearance shall extend 25 inches (635 mm) maxjggum@inder an elemeWt.

2010 ADAS Section 306.2.3

Where toe clearance is required at a rt o lear floor space, the toe clearance shall extend
17 inches (430 mm) minimum u

2010 ADAS Section 305
Space extending g

50 mm) beyond the available knee clearance at 9 inches (230 mm)

above the figish flglr or ground Il not be considered toe clearance.

Citatio As Built:

2010 ADA ion: 306.2.2, 306.2.3, 306.2.4 The toelleg clearance
under the lavatories is
obstructed.

Recommendation:
Remove the panel on at least one lavatory (the same lavatory where pipe insulation is installed).

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184016 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 48

The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above
the finished floor.

2010 ADAS Section 308.2.1

Where a forward reach is unobstructed, the high forward reach shall be 48 i (1 aximum and

the low forward reach shall be 15 inches (380 mm) minimum above the figisiifloorgs gr

Citation: As Built <

2010 ADAS Section: 308.2.1 heftoat hook,is
mo d at 69".

Recommendation:

Either lower the existing coat i ervne

Restrooms were ren i , arid a compliant coat hook was provided in the stall.

at 48" maximum.

Barrier
3 (Modefate): Shou ompleted as soon as possible, but there may be other items that will
provide ess to persons with disabilities. (Includes findings that have a high financial
impact on y in relationship to the degree of access provided)

Finding 184018 Main Photo
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Finding #48 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 49

The accessible stall is not accessible because the stall hardware requires tight grasping, pinching or
twisting of the wrist.

2010 ADAS Section 309.4
Operable parts shall be operable with one hand and shall not require tight grasping, pig
the wrist. The force required to activate operable parts shall be 5 pounds (22.2 N).m

¥, or twisting of

Citation:

2010 ADAS Section: 309.4

Recommendation:
Replace the stall hardware witl

require tight grasping or pinching.

Restroom was renov, ompliant hardware was installed.

Barrier
3 (Modefate): Shou ompleted as soon as possible, but there may be other items that will
provide ess to persons with disabilities. (Includes findings that have a high financial
impact on y in relationship to the degree of access provided)

Finding 184020 Main Photo
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Finding #49 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 50

The toilet compartment is 41" wide by 70" deep.

Toilet compartments must be a minimum of 60 inches in width.
2010 ADAS Section 604.8.1.1

Wheelchair accessible compartments shall be 60 inches (1525 mm) wide minimu
to the side wall, and 56 inches (1420 mm) deep minimum for wall hung wa

mm) deep minimum for floor mounted water closets measured perpengi
accessible compartments for children's use shall be 60 inche 25
iNiNGLM

perpendicular to the side wall, and 59 inches (1500 mm) de [
water closets measured perpendicular to the rear wall.
Citation: ilt:
2010 ADAS Section: 604.8.1.1 T cessible toilet
Il'is not wide
enough.

Recommendati
Reconfigur re r

Qoerpendicular
®inches (1500
dll. Wheelchair
imum measured

for ng and floor mounted

ovide an accessible stall at least 60" wide.

Restroorflwas rengvated in early 2019 and the accessible stall the the correct size.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184022 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 51

The door encroaches into the minimum required compartment area.
Toilet compartment doors shall not swing into the minimum required compartment area.
Wheelchair accessible compartments shall be 60 inches wide minimum measured perggigglicular to

the side wall, and 56 inches deep minimum for wall hung water closets and 59 inche
for floor mounted water closets measured perpendicular to the rear wall.

2010 ADAS Section 604.8.1.2

Toilet compartment doors, including door hardware, shall co 04 e t if the approach is to
ide of the compartment and any
obstruction shall be 42 inches (1065 mm) minimum. in the front partition or in the side
wall or partition farthest from the water closet. ront partition, the door opening shall be
4 inches (100 mm) maximum from the side zall t from the water closet. Where located in

100 mm) maximum from the front partition. The

perpendicu he side wall, and 59 inches (1500 mm) deep minimum for wall hung and floor mounted
water closets measured perpendicular to the rear wall.

Citation: As Built:
2010 ADAS Section: 604.8.1.2, 604.8.1.1 The door swings into
the stall.

Recommendation:
Replace the hardware so it swings out.

Restroom was renovated in early 2019 and the door swings out of the stall now.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184024 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 52

The rear grab bar is missing.

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum
above the finish floor measured to the top of the gripping surface and the space between the grab
bar and the top of the tank (any obstruction) shall be 1-1/2 inches minimum.

2010 ADAS Section 609.4
Grab bars shall be installed in a horizontal position, 33 inches (840 m
maximum above the finish floor measured to the top of the grippin
children's use complying with 604.9, grab bars shall be installed i

to the top of the gripping
surface. The height of the lower grab bar on the Back8wvall of shall comply with 607.4.1.1 or
607.4.2.1.

Citation: ilt:
2010 ADAS Section: 609.4 There is not a rear
wall grab bar.
Recom a @
Reconfigfire the ac ofitall to be the appropriate width and add a rear wall grab bar.
S I

Restroom vated in early 2019 and a compliant rear wall grab bar was installed.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184025 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 53

The flush handle is located on the wrong side of the toilet.

Controls shall be operable with one hand and shall not require tight grasping, pinching or twisting.
Controls for the flush valves shall be mounted on the wide side of toilet areas, no more than 48
inches above the floor.

2010 ADAS Section 604.6
Flush controls shall be hand operated or automatic. Hand operated fl ontrolg sh ply with 309.
Flush controls shall be located on the open side of the water et e in atory accessible

compartments complying with 604.8.2.
S ‘uilt: '
2010 ADAS Section: 604.6 efl ndle is on
th ong side of the
et.

Recommendatiogs

Replace the toilet @
Restroo as renoWs
toilet.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Citation:

ca the flush handle on the open side of the toilet.

early 2019 and the flush handle was placed on the correct side of the

Finding 184027 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 54

The toilet is not located within the range allowed from the side wall or partition.

The centerline of the toilet must be 16 to 18 inches from the side wall.

2010 ADAS Section 604.2
The water closet shall be positioned with a wall or partition to the rear and to one sid

terline of the
> side wall or
partition, except that the water closet shall be 17 inches (430 mm)
maximum from the side wall or partition in the ambulatory accessib Specified in 604.8.2.
Water closets shall be arranged for a left-hand or right-hand aporoach!

Citation: S

2010 ADAS Section: 604.2 eto 2" to the
Wi nd 19-1/2" to
e stall wall.
Recommendatiogs
Relocate the toilet ﬁ eWall or stall wall.
Restroo as renoWs
partition {all.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

early 2019 and the toilet was placed the appropriate distance from the

Finding 184028 Main Photo
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Finding #54 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 55

The towel bar is out of reach range because it is higher than 44 inches high.

Where a high forward reach is over an obstruction, the clear floor space shall extend beneath the
element for a distance not less than the reach depth over the obstruction. Where the reach depth
exceeds 20 inches, the high forward reach shall be 44 inches maximum and the reach daath shall be
25 inches maximum.

Unobstructed shelves shall be located 40 inches minimum and 48 inche. Xim a finish

floor.

2010 ADAS Section 308.2.2

Where a high forward reach is over an obstruction, t floor space sl extend beneath the element for
n. The high forward reach shall be 48
inches (1220 mm) maximum where the re (510 mm) maximum. Where the reach

hall be 44 inches (1120 mm) maximum and the

Citation: As Built;

The towel bars are
69-1/2" high.

2010 ADAS

The towel bar was lowered.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184029 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 56

The bench is not deep enough, but it is also mounted 1/2" too high.

Benches shall have seats that are 42 inches long minimum and 20 inches deep minimum and 24
inches deep maximum.

2010 ADAS Section 903.3
Benches shall have seats that are 42 inches (1065 mm) long minimum 0Oi 590 mm) deep
minimum and 24 inches (610 mm) deep maximum.

Citation:

As Buyilt
2010 ADAS Section: 903.3 hesbench is gnly 1¢"
dee
ig 9

Recommendation:
Install a 20 to 24" deep bench

Barrier Priority:;
3 (Moderate): Shgiild be
provide acgess to
impact ofthe entit 3

ted as soon as possible, but there may be other items that will
ersons with disabilities. (Includes findings that have a high financial
onship to the degree of access provided)

Finding 184031 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 57

The threshold for the shower is too high.

The threshold at shower compartments shall be no higher than 1/2 inch. Changes in level between
1/4 inch and 1/2 inch must be beveled at 1:2 or less. /4 inch is the maximum vertical rise.

2010 ADAS Section 608.7
Thresholds in roll-in type shower compartments shall be 1/2 inch (13 mm) hi
303. In transfer type shower compartments, thresholds 1/2 inch (13 )
rounded, or vertical.

¢tordance with
adll be beveled,

Citation: As Built:
2010 ADAS Section: 608.7 TheRi y
resh
sh r entrance.
Recommendation:
The showers are no a tie public; a staff only door was added.

Men's side ix

3 (Modera ould be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184033 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #57 Additional Finding Photos

Finding 184033 Additional Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 58

The towel bar is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above
the finished floor.

2010 ADAS Section 308.2.1

Where a forward reach is unobstructed, the high forward reach shall be 48 inciges (1 mm) maximum and
the low forward reach shall be 15 inches (380 mm) minimum above the figish flog¢ or grgund.

Citation: As Built:

2010 ADAS Section: 308.2.1 The towxel b
located Gt 71.

Recommendation: Q

Lower the towel bar.

The showers are no lggfger as 1 the public.
Barrier Pg0rity:

be Completed as soon as possible, but there may be other items that will
s to persons with disabilities. (Includes findings that have a high financial
y in relationship to the degree of access provided)

impact on the e

Finding 184034 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 59

The soap dispenser's operation mechanism is too high off the floor.

Dispensers must have all operable parts a maximum of 48 inches above the floor.

2010 ADAS Section 308.2.1
Where a forward reach is unobstructed, the high forward reach shall be 48 inche 0 mm) maximum and
the low forward reach shall be 15 inches (380 mm) minimum above the finish flgor or Glound.

Citation: As Built:

2010 ADAS Section: 308.2.1 The @ap d
\m/ at

Recommendation:

Lower the soap dispenser. ?
The showers are no longer acc e 1 g pidlic.
Barrier Prigsig

leted as soon as possible, but there may be other items that will
provide gregiter accass persons with disabilities. (Includes findings that have a high financial
relationship to the degree of access provided)

Finding 184035 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Men's Restroom, Lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 60

The controls for the shower are not located correctly.

In standard roll-in type shower compartments, the controls, faucets, and shower spray unit shall be
located above the grab bar, but no higher than 48 inches above the shower floor. Where a seat is

provided, the controls, faucets, and shower spray unit shall be installed on the back wall adjacent to
the seat wall and shall be located 27 inches maximum from the seat wall.
r

2010 ADAS Section 608.5.2
In standard roll-in type shower compartments, the controls, faucets, an e ay Ghit shall be located
above the grab bar, but no higher than 48 inches (1220 mm) Bidgve th{ sh floor. Where a seat is

provided, the controls, faucets, and shower spray unit shall@e insis back wall adjacent to the seat
wall and shall be located 27 inches (685 mm) maximum fro

Citation: S Built?

2010 ADAS Section: 608.5.2 The controls in the
shower are located
above 70",

Recomm i0

The showegs are no lon cessible to the public.

Barrier Prio

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184036 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 61

A compliant room identification sign is missing on the strike side of the door.

Wall signs identifying permanent rooms and spaces of a building shall be a horizontal format and the
characters raised 1/32 inch minimum and shall be sans serif uppercase characters a minimum of 5/8
inch and a maximum of 2 inches high. Contracted Grade 2 Braille shall be in a horizontal format and
shall be placed a minimum of 3/8 inch and a maximum of 1/2 inch directly below the tactile
characters; flush left or centered. Signs with raised characters or Braille shall be located 48 inches
minimum above the finish floor or ground surface, measured from the baseline of the lowest tactile
character and 60 inches maximum above the finish floor or ground surface, measured from the
baseline of the highest tactile character.

2010 ADAS Section 216.2

Interior and exterior signs identifying permanent rooms and spaces shall comply with 703.1, 703.2, and
703.5. Where pictograms are provided as designations of permanent interior rooms and spaces, the
pictograms shall comply with 703.6 and shall have text descriptors complying with 703.2 and 703.5.

Citation: As Built:

2010 ADAS Section: 216.2 The restroom signage
for the women's
restroom is

obstructed by the
drinking fountain.

Recommendation:
Install a restroom sign at least 18" from door swing on the latch side of the door, between 48 and 60".

Barrier Priority:
2 (Important): Should be completed as soon as possible. (Includes findings that would remove
barriers to the greatest number of people to your goods and services)

Finding 184007 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 62

The soap dispenser's operation mechanism is too high off the floor.

Dispensers must have all operable parts a maximum of 48 inches above the floor.

2010 ADAS Section 308.2.1

Where a forward reach is unobstructed, the high forward reach shall be 48 inches (12 maximum and
the low forward reach shall be 15 inches (380 mm) minimum above the finish or g
Citation: As Built:
2010 ADAS Section: 308.2.1 The g#oap dispens
olnted at 52",

Recommendation:
Lower the soap dispenser.

Barrier Priority:
3 (Moderate): Sho soon as possible, but there may be other items that will
provide greater ag s with disabilities. (Includes findings that have a high financial
impact o tityeh ighship to the degree of access provided)

Finding 184008 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #62 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 63

The mirror is mounted too high.
Mirrors must have the bottom edge of the reflecting surface a maximum of 40 inches above the floor

if above a sink or counter. Mirrors not located above lavatories or countertops shall be installed with
the bottom edge of the reflecting surface 35 inches maximum above the finish floor or

2010 ADAS Section 603.2
Clearances shall comply with 603.2.

Citation:

2010 ADAS Section: 603.2

Recommendation:
N/A @

Barrier Priorit

pleted as soon as possible, but there may be other items that will
: persons with disabilities. (Includes findings that have a high financial
in relationship to the degree of access provided)

provide
impact o

Finding 184009 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #63 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 64

The water and drain pipes under the lavatory are not adequately insulated.

Water supply and drain pipes under lavatories and sinks shall be insulated or otherwise configured
to protect against contact. There shall be no sharp or abrasive surfaces under lavatories and sinks.

2010 ADAS Section 606.5

Water supply and drain pipes under lavatories and sinks shall be insulated or rwis ed to protect
against contact. There shall be no sharp or abrasive surfaces under lav andgsin
Citation:

2010 ADAS Section: 606.5

Recommendation:
Insulate the pipes. %

Barrier Priority:

3 (Moderate): Sh¢lld be ted as soon as possible, but there may be other items that will

cuess to gersons with disabilities. (Includes findings that have a high financial
alsftionship to the degree of access provided)

provide a
impact ofthe entit

Finding 184011 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 65

The faucet controls require twisting of the wrist.

Faucet controls and operating mechanisms shall be operable with one hand and shall not require
tight grasping, pinching or twisting of the wrist. The force required to activate controls shall be no
greater than 5 Ib. Lever-operated, push-type and electronically controlled mechanisms_agaggxamples

of acceptable designs. Self-closing valves are allowed if the faucet remains ope
seconds.
2010 ADAS Section 606.4
Controls for faucets shall comply with 309. Hand-operate terifyy fauc remain open for 10
seconds minimum.
Citation: iIt:
2010 ADAS Section: 606.4 T vatory faucets
quire tight grasping
or twisting.

Recommendati
Replace th . st Ohe lavatory (the same one where pipe insulation is installed).

3 (Modera ould be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184013 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 66

The toe space is non compliant under the lavatory.

Space under an element between the finish floor and 9 inches above the finish floor shall be
considered toe clearance. Space extending greater than 6 inches beyond the available knee
clearance at 9 inches above the finish floor or ground shall not be considered toe clearaga

Toe clearance shall be 30 inches wide minimum and shall extend 17 i
maximum under the lavatory.

2010 ADAS Section 306.2.2
Toe clearance shall extend 25 inches (635 mm) maximum eran ele t.

2010 ADAS Section 306.2.3
Where toe clearance is required at an elemagat fa oor space, the toe clearance shall extend
17 inches (430 mm) minimum under th

2010 ADAS Section 306.2.
Space extending grea
above the finish flog

mm) beyond the available knee clearance at 9 inches (230 mm)
all notbe considered toe clearance.

Citatio As Built:

2010 ADAG, Sectign: 306.2.2, 306.2.3, 306.2.4 The toelleg clearance
under the lavatories is
obstructed.

Recommendation:
N/A

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184015 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 67

The coat hook is installed greater than 48 inches above the finished floor.

Where a forward reach is unobstructed, the high forward reach shall be 48 inches maximum above
the finished floor.

2010 ADAS Section 308.2.1

Where a forward reach is unobstructed, the high forward reach shall be 48 i (1 aximum and
the low forward reach shall be 15 inches (380 mm) minimum above the figisiifloorgs gr
Citation: As Built <

2010 ADAS Section: 308.2.1 hegtoat hook, is

mo dat gy".

Recommendation:
Add a coat hook at 48" maxim el isting one.
e

019 and a compliant coat hook was installed in the stall.

The restrooms were t
Barrier O
3 (Modefate): Shou ompleted as soon as possible, but there may be other items that will

provide ess to persons with disabilities. (Includes findings that have a high financial
impact on y in relationship to the degree of access provided)

Finding 184017 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #67 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 68

The accessible stall is not accessible because the stall hardware requires tight grasping, pinching or
twisting of the wrist.

2010 ADAS Section 309.4
Operable parts shall be operable with one hand and shall not require tight grasping, pig
the wrist. The force required to activate operable parts shall be 5 pounds (22.2 N).m

¥, or twisting of

Citation:

2010 ADAS Section: 309.4

Recommendation:

Replace the stall hardware witl a S require tight grasping or pinching.
The restroom was re. d 9%nd compliant door hardware was installed.
Barrier

3 (Modefate): Shou ompleted as soon as possible, but there may be other items that will
provide ess to persons with disabilities. (Includes findings that have a high financial
impact on y in relationship to the degree of access provided)

Finding 184019 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #68 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 69

The toilet compartment is not wide enough.

Toilet compartments must be a minimum of 60 inches in width.

2010 ADAS Section 604.8.1.1
Wheelchair accessible compartments shall be 60 inches (1525 mm) wide minimu
to the side wall, and 56 inches (1420 mm) deep minimum for wall hung wa

mm) deep minimum for floor mounted water closets measured perpengi

accessible compartments for children's use shall be 60 inche 25

perpendicular to the side wall, and 59 inches (1500 mm) de iNiNGLM

water closets measured perpendicular to the rear wall.

Citation: iIt:

2010 ADAS Section: 604.8.1.1 T cessible toilet
Il'is 41" wide.

Recommendatiogs

Reconfigure the re régide an accessible stall.

Qoerpendicular
®inches (1500
dll. Wheelchair
imum measured

for ng and floor mounted

in early 2019 and the accessible stall is now compliant.

Barrier ;

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184021 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #69 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 70

The door encroaches into the minimum required compartment area.
Toilet compartment doors shall not swing into the minimum required compartment area.
Wheelchair accessible compartments shall be 60 inches wide minimum measured perggigglicular to

the side wall, and 56 inches deep minimum for wall hung water closets and 59 inche
for floor mounted water closets measured perpendicular to the rear wall.

2010 ADAS Section 604.8.1.2

Toilet compartment doors, including door hardware, shall co 04 e t if the approach is to
ide of the compartment and any
obstruction shall be 42 inches (1065 mm) minimum. in the front partition or in the side
wall or partition farthest from the water closet. ront partition, the door opening shall be
4 inches (100 mm) maximum from the side zall t from the water closet. Where located in

100 mm) maximum from the front partition. The

perpendicu he side wall, and 59 inches (1500 mm) deep minimum for wall hung and floor mounted
water closets measured perpendicular to the rear wall.

Citation: As Built:
2010 ADAS Section: 604.8.1.2, 604.8.1.1 The door swings into
the stall.

Recommendation:
Replace the hardware so it swings out.

The restroom was renovated and the door now swings out of the stall.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184023 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #70 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 71

The rear grab bar is missing.

Grab bars shall be installed in a horizontal position, 33 inches minimum and 36 inches maximum
above the finish floor measured to the top of the gripping surface and the space between the grab
bar and the top of the tank (any obstruction) shall be 1-1/2 inches minimum.

2010 ADAS Section 609.4
Grab bars shall be installed in a horizontal position, 33 inches (840 m
maximum above the finish floor measured to the top of the grippin
children's use complying with 604.9, grab bars shall be installed i

to the top of the gripping
surface. The height of the lower grab bar on the Back8wvall of shall comply with 607.4.1.1 or
607.4.2.1.

Citation: ilt:
2010 ADAS Section: 609.4 There is not a rear
wall grab bar.
Recom a @
Reconfigfire the ac ofitall to be the appropriate width and add a rear wall grab bar.
W.

The restr enovated and a compliant rear grab bar was installed.

Barrier Priority:
3 (Moderate): Should be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184026 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #71 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 72

The towel bar is out of reach range because it is higher than 44 inches high.

Where a high forward reach is over an obstruction, the clear floor space shall extend beneath the
element for a distance not less than the reach depth over the obstruction. Where the reach depth
exceeds 20 inches, the high forward reach shall be 44 inches maximum and the reach daath shall be
25 inches maximum.

Unobstructed shelves shall be located 40 inches minimum and 48 inche. Xim a finish

floor.

2010 ADAS Section 308.2.2

Where a high forward reach is over an obstruction, t floor space sl extend beneath the element for
n. The high forward reach shall be 48
inches (1220 mm) maximum where the re (510 mm) maximum. Where the reach

hall be 44 inches (1120 mm) maximum and the

Citation: As Built;

The towel bars are
69-1/2" high.

2010 ADAS

The towel bar was lowered.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184030 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #72 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 73

The bench is not deep enough, but it is also mounted 1/2" too high.

Benches shall have seats that are 42 inches long minimum and 20 inches deep minimum and 24
inches deep maximum.

2010 ADAS Section 903.3
Benches shall have seats that are 42 inches (1065 mm) long minimum 0Oi 590 mm) deep
minimum and 24 inches (610 mm) deep maximum.

Citation:

As Buyilt
2010 ADAS Section: 903.3 hesbench is gnly 1¢"
dee
ig 9

Recommendation:
Install a 20 to 24" deep bench

Barrier Priority:;
3 (Moderate): Shgiild be
provide acgess to
impact ofthe entit 3

ted as soon as possible, but there may be other items that will
ersons with disabilities. (Includes findings that have a high financial
onship to the degree of access provided)

Finding 184032 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #73 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 74

The threshold for the shower is too high.

The threshold at shower compartments shall be no higher than 1/2 inch. Changes in level between
1/4 inch and 1/2 inch must be beveled at 1:2 or less. /4 inch is the maximum vertical rise.

2010 ADAS Section 608.7
Thresholds in roll-in type shower compartments shall be 1/2 inch (13 mm) hig
303. In transfer type shower compartments, thresholds 1/2 inch (13 hig
rounded, or vertical.

in accordance with
shall be beveled,

Citation: A ilt:

S
2010 ADAS Section: 608.7 There
resh

i
al
entrance.
Recommendation:
Modify the threshold tg i
The shower g g¥ssible to the public.

3 (Moderate): ould be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184037 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #74 Additional Finding Photos

Finding 184037 Additional Photo @
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 75

The controls for the shower are not located correctly.

In standard roll-in type shower compartments, the controls, faucets, and shower spray unit shall be
located above the grab bar, but no higher than 48 inches above the shower floor. Where a seat is

provided, the controls, faucets, and shower spray unit shall be installed on the back wall adjacent to
the seat wall and shall be located 27 inches maximum from the seat wall.
r

2010 ADAS Section 608.5.2
In standard roll-in type shower compartments, the controls, faucets, an e ay Ghit shall be located
above the grab bar, but no higher than 48 inches (1220 mm) Bidgve th{ sh floor. Where a seat is

provided, the controls, faucets, and shower spray unit shall@e insis back wall adjacent to the seat
wall and shall be located 27 inches (685 mm) maximum fro

Citation: s Built®

2010 ADAS Section: 608.5.2 The controls in the
shower are located at
51".

Recomm i0
Lower the gilower cont

The showers onger accessible to the public.

Barrier Priority:

3 (Moderate): Should be completed as soon as possible, but there may be other items that will
provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184038 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000
Finding: 76

The shower controls require tight grasping, tight pinching or twisting of the wrist to operate.

Controls and operating mechanisms shall be operable with one hand and shall not require tight
grasping, pinching or twisting of the wrist. The force required to activate controls shall be no greater
than 5 pounds of force.

2010 ADAS Section 309.4
Operable parts shall be operable with one hand and shall not require tight graSging, pRching, or twisting of
the wrist. The force required to activate operable parts shall be 5 pound axi .
Citation: As Blilt:
2010 ADAS Section: 309.4 The shdierBontrols
re rou
Recommendation:
Replace the shower contrg

The showers are no | dssile to the public.

Barrier
3 (Moderat be completed as soon as possible, but there may be other items that will

provide greater access to persons with disabilities. (Includes findings that have a high financial
impact on the entity in relationship to the degree of access provided)

Finding 184039 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Women's Restroom, lower level
Lat: 38.8205806000, Long: -104.8077524000

Finding: 77

The shower stall is 41" wide by 35" deep. The drain is 6" wide along one side of the shower, and is 3"

lower than the rest of the shower pan.

2010 ADAS Section 213.3.6

Where bathtubs or showers are provided, at least one bathtub complying with 607 orgat least one shower
complying with 608 shall be provided. <

Citation: As Built:

2010 ADAS Section: 213.3.6 The showe

correfit size

drain Ghuse

change\ el
Recommendation:

Replace the shower so there no c es\ elevation, and so the shower is 36" wide by 36" deep.

The showers are no lggfger as the public.

be Completed as soon as possible, but there may be other items that will
s to persons with disabilities. (Includes findings that have a high financial

impact on the entity in relationship to the degree of access provided)
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Art Space Gallery
Lat: 38.8205806000, Long: -104.8077524000
Finding: 78

Neither leaves of the doorways provide at least 32 inches between the face of the door and the
opposite stop.

At least one of the active leaves of doorways with two leaves shall comply with clear width and
maneuvering clearance.

Door openings shall provide a clear width of 32 inches minimum. Clear opepi
swinging doors shall be measured between the face of the door and the
degrees. There shall be no projections into the required clear opegi#y wi
above the finish floor or ground. Projections into the clear opening witgh bet
inches above the finish floor or ground shall not exceed 4 i S.

2010 ADAS Section 404.2.3

Door openings shall provide a clear width Q h 15 inimum. Clear openings of doorways with
swinging doors shall be measured ha ce he door and the stop, with the door open 90
degrees. Openings more than 24 incigs (6 ep shall provide a clear opening of 36 inches (915
mm) minimum. There shall b ' ' e required clear opening width lower than 34 inches (865
mm) above the finish floor oIy actions into the clear opening width between 34 inches (865 mm)
and 80 inches (2034 floor or ground shall not exceed 4 inches (100 mm).

2010 AD eCtioNy 2
At least ghe of the actit@®caves of doorways with two leaves shall comply with 404.2.3 and 404.2.4.
Citation: As Built:
2010 ADAS Section: 404.2.3, 404.2.2 The door into the Art
Space Gallery is only
25" wide.

Recommendation:
Do nothing, must be ready, willing and able to assist if necessary.

The Art room has been relocated to a different room with a wider door.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in
violation of the codes at the time of construction, or pose an imminent safety threat)

Finding 184042 Main Photo
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Finding #78 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Art Space Gallery
Lat: 38.8205806000, Long: -104.8077524000
Finding: 79

Compliant knee and toe clearance is not provided at the table.

When seating for persons in wheelchairs is provided at fixed tables or counters, knee spaces at least
27 inches high, 30 inches wide and 19 inches deep shall be provided.

2010 ADAS Section 902.2
A clear floor space complying with 305 positioned for a forward approach s e pr nee and toe
clearance complying with 306 shall be provided.

Citation:

2010 ADAS Section: 902.2

Recommendation:
Replace with a table providi

barriers to atest number of people to your goods and services)

Finding 184043 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Multipurpose room
Lat: 38.8205806000, Long: -104.8077524000

Finding: 80

The door exceeds the maximum pressure to open the door.
Interior doors shall have a maximum opening force of 5 pounds.

These forces do not apply to the force required to retract latch bolts or disengage other devices that
hold the door or gate in a closed position. Door closers and gate closers shall be adjusted so that
from an open position of 90 degrees, the time required to move the door to a position of 12 degrees
from the latch is 5 seconds minimum.

Door and gate spring hinges shall be adjusted so that from the open position of 70 degrees, the door
or gate shall move to the closed position in 1.5 seconds minimum.

2010 ADAS Section 404.2.9

Fire doors shall have a minimum opening force allowable by the appropriate administrative authority. The
force for pushing or pulling open a door or gate other than fire doors shall be as follows: 1. Interior hinged
doors and gates: 5 pounds (22.2 N) maximum. 2. Sliding or folding doors: 5 pounds (22.2 N) maximum.
These forces do not apply to the force required to retract latch bolts or disengage other devices that hold the
door or gate in a closed position.

Citation: As Built:

2010 ADAS Section: 404.2.9 The door into the
multi-purpose room
requires 16 Ibs of
force to open.

Recommendation:
Adjust the door hardware.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in
violation of the codes at the time of construction, or pose an imminent safety threat)

Finding 184044 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Meeting Rooms
Lat: 38.8205806000, Long: -104.8077524000

Finding: 81

The paper towel dispenser's operation mechanism are too high off the floor.

Dispensers must have all operable parts a maximum of 48 inches above the floor.

2010 ADAS Section 308.2.1
Where a forward reach is unobstructed, the high forward reach shall be 48 inches (12 maximum and
the low forward reach shall be 15 inches (380 mm) minimum above the finish

Citation: As Built:

2010 ADAS Section: 308.2.1

Recommendation:
Lower the dispensers to 48'
not block the approa

Barrier
3 (Modefate): Shou ompleted as soon as possible, but there may be other items that will
provide ess to persons with disabilities. (Includes findings that have a high financial
impact on y in relationship to the degree of access provided)

Finding 184045 Main Photo
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #81 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Meeting Rooms

Lat: 38.8205806000, Long: -104.8077524000
Finding: 82

The soap dispenser's operation mechanism is too low off the floor.

Dispensers must have all operable parts a maximum of 48 inches above the floor.

2010 ADAS Section 308.2.1
Where a forward reach is unobstructed, the high forward reach shall be 48 inches (12 maximum and
the low forward reach shall be 15 inches (380 mm) minimum above the finish or g

Citation: As Built:

2010 ADAS Section: 308.2.1 ap dispensiiin

The
e feeting r
mo
Recommendation:
The soap dispenser height is wi le . action needed.

Barrier Priority:
3 (Moderate): Shc
provide a
impact ofthe entit

ted as soon as possible, but there may be other items that will
ersons with disabilities. (Includes findings that have a high financial
onship to the degree of access provided)

Id be
oss to
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Finding #82 Additional Finding Photos
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Hillside Community Center - 925 S Institute St Colorado Springs, CO 80903

Interior - Food Pantry
Lat: 38.8205806000, Long: -104.8077524000

Finding: 83

The door/gate operating hardware is not accessible.

Hand-activated door/gate opening hardware, handles, pulls, latches, locks, and other operating
devices on accessible doors shall have a shape that is easy to grasp with one hand and does not

require tight grasping, tight pinching or twisting of the wrist to operate. Hardware shall he 34 inches
minimum and 48 inches maximum above the finish floor or ground.

2010 ADAS Section 404.2.7

Handles, pulls, latches, locks, and other operable parts on doors a s\ghall ply with 309.4.
Operable parts of such hardware shall be 34 inches (865 mm) mi m aRyl 4 S (1220 mm) maximum
above the finish floor or ground. Where sliding doors are iggthe f ition, operating hardware shall
be exposed and usable from both sides. \

It

Citation: vt
2010 ADAS Section: 404.2.7 The door hardware

into the food pantry is
a knob.

Recomm i0

Replace th@idoor hard h lever-style hardware. Since staff assisted this in a sense compliant.

Barrier Priority:
1 (High): Should be completed immediately. (Includes findings that have little or no cost, were in
violation of the codes at the time of construction, or pose an imminent safety threat)
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